Specifications

Length Width Height ‘Tube No. of No. of Bgat Maximum Maximum Design
overall (cm) overall (cm)  Overall (cm) Diameter Chambers Persons Weight Payioad Power (HP)  Category
(cm) (net) (ko) ko)
F360L 360 175 78 45 3 5 90 600 35 C
F360S 360 175 95 45 3 5 90 600 35 C
F360 360 175 78 45 3 5 90 600 35 C
F330L 330 164 80 40 3 4 75 550 25 C
F330S 330 164 95 40 3 4 75 550 25 C
F330 330 164 70 40 3 4 75 550 25 C
F300L 300 164 80 40 3 4 65 500 20 C
F300S 300 164 95 40 3 4 65 500 20 C
F300 300 164 70 40 3 4 65 500 20 C
FALCON Tenders are a series of boats equipped with a solid rigid hull (deck) for use as F275 275 150 65 40 3 4 55 350 10 D

tenders aboard powerboats and yachts, as well as for recreation. The strong fiberglass
null in combination with inflatalble buoyancy tubes gives these boats a smooth, dry ride.

COlOU S Tube Q ‘ . . ‘ Dimensions do not include engine
dimensions. Dimensions indicated

have a tolerance of £3%. Weight
B, measurements have a tolerance of +5%.

F300Ls

Standard Features Optional Extras

Medium V rigid hull 3 towing bow rings Overall cover

Deep V rigid hull (360 only) 4 built-in davit lifting points Underseat bag*

Anti-skid deck surface Carrying and safety handles Lifting slings

Bow stowage locker Wooden seat* Steering console

(F360/L/S, F330/L/S) Foot pump Seat with stowage (not for F275)

One-way drain system Repair kit & accessories bag Steering system** "NOBaVAIlERIE GRS
Tough raised rubbing strake User's manual Bimini-F360 only i%;ﬁyagsalmgm

Qars and oar stowage MIRASOL® PVC Fabric Hypalon ORCA® Fabric the sport and luxury




